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BATTERY CAUTION: Ensure the batteries are installed correctly according to polarity (+ and -). Do not mix old and new 
batteries, different brands or types of batteries, such as alkaline, carbon-zinc, or rechargeable batteries. Remove and 
immediately recycle or dispose of batteries from equipment not used for an extended period of time according to local 
regulations. Always completely secure the battery compartment. If the battery compartment does not close securely, stop 
using the product, remove the batteries, and keep them away from children.

WARNING
• INGESTION HAZARD: This product contains button cell or coin battery.
• DEATH or serious injury can occur if ingested.
• A swallowed button cell or coin battery can cause Internal Chemical 

Burns in as little as 2 hours.
• KEEP new and used batteries OUT OF REACH of CHILDREN.
• Seek immediate medical attention if a battery is suspected to be 

swallowed or inserted inside any part of the body.

REPLACING THE FLOW-THROUGH SENSOR BATTERY (CR1632 3V)	
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1.	 Remove the sensor from the metal valve stem.
2.	 Using a #00 Phillip’s screwdriver, remove the 

two screws from the battery cover on the side 
of the sensor. The “+” side of the battery can 
now be seen.

3.	 Remove the battery and check that the metal 
contact points in the sensor are not corroded. 
To clean the contact points, use a pencil easer 
and lightly rub the two metal battery contacts 
in the sensor.

4.	 Replace with a new CR1632 battery. Be sure 
the “+” (positive) side is facing out. 	  

Note:	 It is recommended that you check 
the voltage of the new battery before 
installation. It should read 3.0 volts or 
greater when new. 

5.	 Replace the “O” ring that surrounds the battery 
compartment.  
Additional “O” rings are provided in your kit or 
can be purchased from TST by calling 770-
889-9102.

6.	 After the new battery and “O” ring installation 
replace the battery compartment cover and 
snugly tighten the two screws. Do not Over 
Tighten.

7.	 Screw the sensor on to the correct tire position.
Note:	 Changing the battery in the sensor does 

NOT effect the sensor programming in the 
display. You will not have to reprogram the 
sensor into the display.
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